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Features of spring Clamp Terminal Blocks 

Features of Spring Clamp Terminal 
Blocks 
• Space - saving design 

• Top entry & side entry are available at 

customer's option. 

• Vibration proof anti-loosening wire connection with 

pre-stressed Spring Clamp. 

• Easy to operate, fast wiring installation with top 

wire entry. 

• Easy mounting and dismounting from the terminal 

rail. 

• Corrosion - proof terminal points. 

• Low contact resistance. 

• Easy for the extension of terminal connection. 

• Ease of handling and safe connection. 

弹片屋接型接缭座之特性
．简省空间之殷酐

·上方粤簇及1l1l向粤棕二租速接方式可供退摆

·高强度匝力的弹片迫繁速接方式，具有抗震舆

防瑟的效果

·操作闸便且快速的尊椋安装方式（顶部造椋）

·抗腐触性佳（使用良好的金屡材料）

·接掠座徙轨道上安装及拆卸容易

．低接鳎霞阻

·容易摄充及延伸性佳

·操作闸便且遇銡虞安全性高

Specifications （滥品规格）

Technical Data （技衙参数）

UL 

CSA 

IEC 

Insulating iitmhsptua lse （额定衡擘霪座voltage w nd 
/Pollution degree I污染等级）

Insulation stripping 
（剥综畏度）length(mm) 

Material/Avaliable Color （材质颜色）

Dimensions （外形尺寸）

Accessories （附件）

盗｀
Central Termintals 
（中阁端子）

露己

End Bracket : （揣板）

Comb Link 必（追接式聊接件）

Lever 哿（脰板）

Tool 
仁二尸·

（工具）

SDUS 1.5 

命

Rated voltage/Rated current/Wire size 

cl\l•us 300V/10A/AWG28-16 

300V/10A/AWG28-16 

心 400V/17.5A/O2-1.5 mm2 

6KV /3 

8-10mm 

· 00. oo. () 
T /W / H (mm) 

5x25x17 

Cat. No. Qty. 

SDUB 1 5-B 25 

SDUB 1.5/2-B 25 

SDUB 1.5-C 25 

SQB 1.5 25 

SDUB 1.5-D 25 

DS2.5 10 

DECA 


